
If your Diono® seat has a head support, position it so
the bottom is about even with their jaw as this will
offer the most protection.

F I V E - P O I N T  C H E C K L I S T

Check installation only at the belt path being used.
Give it a firm handshake and if it moves less than
one inch side to side or front to back it’s secure.

Next, check that the harness straps are in the
proper position. For a forward-facing child,
harness straps should be above their
shoulders. Rear-facing children should have
their harness straps at or below their
shoulders.

Position the chest clip at arm pit level. Not
at their belly button or tucked under their

chin, secure the chest clip at arm pit level.
 

Use "The Pinch Test" to ensure your child's
harness straps are tight enough.

Do the Pinch Test to check if the harness strap is
secure. If you can pinch the webbing between your
fingers at your child’s collarbone, tighten the harness
until you can’t pinch the webbing.

HOW TO
ACHIEVE
THE
PERFECT
FIT

STEP ONE: SAFE + SECURE

STEP TWO: HARNESS STRAPS

STEP 4: CHEST CLIP

TOP TIP!

W
HAT'S THE BIG DEAL?

 

STEP THREE: THE PINCH TEST

STEP 5: HEAD SUPPORT

Over 54% of  car seats are installed incorrectly

PRACTICE MAKES PERFECT FIT

A properly installed car seat reduces the risk
of fatal injury by up to 71%

PERFECT FIT MEANS PROTECTION

Sources: National Highway Traffic Safety Administration
Centers for Disease Control and Prevention


